
 

Ontario Ministry of  
Labour Regulations 

Occupational Health and Safety 
Act 
Loi sur la santé et la sécurité au 
travail 
R.R.O. 1990, REGULATION 851 
 
INDUSTRIAL ESTABLISHMENTS 
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30 South Terrace St. Lancaster, Ontario K0C 1N0 
 
Ottawa, Ontario        Montreal, Quebec 
Toronto,      Kingston,      Greer South Carolina.  
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Toll Free: 877-896-7233 US & Canada 
Phone: 613-347-1522        Fax: 613-347-1394 
E-mail: sales@dcis.ca     
Web site: www.dcis.ca 

Your Safety IS Our Road To The future! 

Self Contained   
Wall Mounted self contained eye 
wash 

$325.82 

Portable self contained eye wash 
with waste tank and wheels 

$692.05 

Refill for self contained $29.43 
Squeeze Bottles   

1L eye wash bottle station with 
spout empty & mirror 

$20.75 

Twin 1L eye wash station with 
spout empty 

$26.25 

1L eye wash bottle station full 
with mirror 

$30.95 

Twin 1L eye wash station  full 
with mirror 

$53.25 

1L refill $13.45 
4L refill $33.50 

Bio med twin 7oz with wall 
mount panel and mirror 

$109.95 

Bio med 7oz 12 pack silver in 
carry bag 

$290.95 

Bio med  7oz 12 pack military 
sand color 

$209.95 

Bio med 3oz spray can $11.00 
Bio med 7oz spray can $19.00 
Bio med 7oz belt pouch $19.00 

Supplied Water   
Faucet mounted eye wash $81.25 
Wall mounted eye wash with hose $455.56 
Wall mounted eye wash with 
bowl plastic 

$281.14 

Wall mounted eye wash with 
bowl stainless steel 

$360.69 

Thermal mixing valve 8gpm $984.00 
Combination eye wash with 
emergency shower 

$895.82 

Accessories   
Eye wash sign wall mount V $17.95 
MSDS Station $68.95 
MSDS Station twin $178.95 
WHMIS Poster $34.50 
Inspection Tags pkg 5 $10.95 
Testing   
Maintenance   
Site audits   

Bio Med Wash Pressurized non aerosol   

Other models and  installation available. 
September 2009 



Standards for the design of flushing facilities 
and mandates that 15-minute primary eye-
wash devices “be in accessible locations that 
require no more than 10 seconds to reach.  
 
The standard also requires that eyewash 
stations be designed “to ensure that a con-
trolled flow of flushing fluid is provided to both 
eyes simultaneously,” that they be on the 
same level as the hazard, and that the unit 
can “be used without requiring the use of the 
operator’s hands.” The idea, as noted later in 
the standard, is “to allow the eyelids to be held 
open with the hands while the eyes are in the 
flushing fluid stream.” This requires a device 
designed specifically for this purpose.  
 
Emergency Squeeze bottles can 
help you get to a legal 15 minute 
eye wash flushing stations, they do 
not replace 15 minute eye wash sta-
tions that must be located close by. 

DUTIES OF EMPLOYERS 

PART III 
INDUSTRIAL HYGIENE 

124.  Where a worker is exposed to a po-
tential hazard of injury to the eye due to 
contact with a biological or chemical sub-
stance, an eyewash fountain shall be pro-
vided. R.R.O. 1990, Reg. 851, s. 124. 

125.  Where a worker is exposed to a po-
tential hazard of injury to the skin due to 
contact with a substance, a quick-acting 
deluge shower shall be provided. R.R.O. 
1990, Reg. 851, s. 125. 

Toll Free: 877-896-7233 US & Canada 
Phone: 613-347-1522        Fax: 613-347-1394 
E-mail: sales@dcis.ca     
Web site: www.dcis.ca 
 

Your Safety Is Our Road To The Future! 

Employers are required by law to have all   
material safety data sheet (MSDS) on file for 
all chemicals used in the facility and these 
records must be kept up to date.  

Ask your sales representative about         
completing an on site evaluation to ensure 
your MSDS is current and up to date. 

Chemical Storage Locations:  
Bathrooms & Janitors Closet 
Printing Rooms 
Paint Mixers & booths 
Work Benches 
Car Washes 
Commercial Vehicles 
Job sites & trailers 
Chemical Storage Cabinets 
 
This includes household chemicals at a your workplace! 

How many and where: The size and complexity of 
your facility, in conjunction with the 10-second rule, will 
determine both need and placement of eyewash sta-
tions. They must be “located in an area identified with a 
highly visible sign,” and the area around the eyewash 
shall be well-lit and the path from hazards to the eye-
wash station shall be “free from obstructions.” If you 
have any additional questions, check with us the  manu-
facturer’s representative.  We even offer an onsite 
evaluation to help you determine your needs . 

Self contained or supplied water: Depending on the 
number of stations required, installation of plumbed 
emergency eyewash devices can be extremely costly. 
They also deliver tap water, which may be too cold or 
too hot, causing potential discomfort that can limit effec-
tive flushing. In addition, tap water may contain chlorine, 
solids, irritants and microbial contaminants.         
Though self-contained units may also contain water, 
they more frequently use a preserved, buffered saline 
solution, specifically designed to provide safer, more 
comfortable flushing and lower system maintenance. 
Self-contained units are also portable and do not re-
quire expensive plumbing. 

www.Safety-Training.ca 

Note: since there is no Canadian standard for eyewash 
stations or emergency showers, Ontario recognizes the 
U.S. ANSI Standard Z358.1-2004 that was used to help 
prepare this. 


